
 

Trend AIR/PRO/M 
Powered Air Purifying Respirator 

DAILY MAINTENANCE RECORD SHEET 
 

 

 

LEAF/AIR/DMRS Issue 1 03/07/2025 

Company:  User Name:  Model Type:  Serial Number:  

 
 
 
 

Day 
 

 

P R E   U S E P O S T   U S E 
 

Battery 
Inspection: 
Ensure the 
battery is 

adequately 
charged and 

fitted correctly. 
 

 
Filter Inspection: 
Verify the filter and 
correct pre-filter are 
properly installed. 

Replace the pre-filter if 
required. 

 
Face Seal 

Inspection: 
Inspect the integrity 

of the face seal. 

 
Visor Inspection: 
Ensure the visor is 

clean and 
provides clear 

visibility, replace 
visor protector if 

required. 

 
Head Top 

Inspection:  
Check the 

integrity of the 
head top. 

 
LED Indicator 

Check:  
On startup of the 
respirator, ensure 

the LED light in the 
eyeline turns green. 

 
Cleaning: 

Clean the unit using 
a mild detergent and 
clean cloth or use a 
PureWipe.  Ensure 

the unit is never 
submerged in water. 

 
Battery Status: 

Remove the 
battery and charge 
if required. Ensure 
the second battery 
is charged ready 

for use. 
 

 
Storage: 

Store the respirator 
in a dry, clean 

area/locker, away 
from direct sunlight, 
high temperatures or 

solvents. YYYY 

Mon 
DD/MM          

Tue 
DD/MM          

Wed 
DD/MM          

Thu 
DD/MM          

Fri 
DD/MM          

Sat 
DD/MM          

Sun 
DD/MM          

 
Do not swap components from one model to another, ALWAYS use genuine Trend replacement parts. 

 
 

Trend Tool Technology Ltd. Unit 6 Odhams Trading Estate, St Albans Rd, Watford, WD24 7TR.  
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https://www.trend-uk.com/ 
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Trend AIR/PRO/M 
Powered Air Purifying Respirator 

MONTHLY MAINTENANCE RECORD SHEET 
 

 

 

LEAF/AIR/MMRS Issue 1 03/07/2025 

Company:  User 
Name:  Model 

Type:  Serial 
Number:  Annual Service 

Renewal Date:  

 
 
 
 

Date 
 

 

 
Battery Inspection: 
Remove the battery, 
check contacts for 

dirt or damage. 
Ensure the battery 
fully charges and 

refit. 

 
Filter Inspection: 

Check for dirt, 
damage & 

contamination, and 
replace as required.  
Replace pre-filter if 

required. 

 
Face Seal 

Inspection: 
Remove and refit 
checking for dirt, 

damage and 
contamination. 

 
Head Harness & 

Comfort Pads 
Inspection: 

Check for dirt,  
damage and any 
contamination. 

 
Visor & Visor 

Protector Inspection: 
Check for dirt, damage 
& contamination, and 
replace as required. 

Replace visor 
protector if needed. 

 
Visor Function 

Check: 
Raise and lower the 
visor to check the 

mechanism is 
operating correctly. 

 
Head Top Inspection: 
Perform an internal & 
external check for dirt, 

damage and 
contamination. 
Replace shell if 

required. 
 

 
Airflow Alarm Test: 

Cover the air outlet inside 
the helmet with hand until 

the red LED flashes.  
Remove hand and wait for 

LED to go green. 
YYYY 

Jan 
DD       I  

Feb 
DD 

        

Mar 
DD 

        

Apr 
DD 

        

May 
DD 

        

Jun 
DD 

        

Jul 
DD 

        

Aug 
DD 

        

Sep 
DD 

        

Oct 
DD 

        

Nov 
DD 

        

Dec 
DD 

        

 
Do not swap components from one model to another, ALWAYS use genuine Trend replacement parts. 

 
RPE should only be checked by a trained and competent person.  Any repairs should only be carried out by an Authorised Service Centre. 
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